




















BL
Ü

CH
ER

®
 D

RA
IN

 IN
DU

ST
RI

AL

95



BL
Ü

CH
ER

®
 D

RA
IN

 IN
DU

ST
RI

AL

96



BL
Ü

CH
ER

®
 D

RA
IN

 IN
DU

ST
RI

AL

97



BL
Ü

CH
ER

®
 D

RA
IN

 IN
DU

ST
RI

AL

98



BL
Ü

CH
ER

®
 D

RA
IN

 IN
DU

ST
RI

AL

99



BL
Ü

CH
ER

®
 D

RA
IN

 IN
DU

ST
RI

AL

100



BL
Ü

CH
ER

®
 D

RA
IN

 IN
DU

ST
RI

AL

101



BL
Ü

CH
ER

®
 D

RA
IN

 IN
DU

ST
RI

AL

102



BL
Ü

CH
ER

®
 D

RA
IN

 IN
DU

ST
RI

AL

103



104

CHANNEL

Variants

6

®

Product database at www.blucher.com

Specialised in customised channels
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Gratings

Accessories

Channels or kitchen channels

Lower part
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CHANNEL

Type 670 Channel for concrete, tiled and 
  resin floors

Type 671 Channel with outlet box for
  concrete, tiled and resin floors

Type 673 20 mm slot channel with outlet box for
  concrete, tiled and resin floors

Type 674 Channel with 50 mm liquid membrane
  flange for concrete, tiled and resin floors

Type 677 8 mm slot channel with 50 mm liquid
  membrane flange for concrete, tiled
  and resin floors

Type 672 Channel for vinyl floors
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CHANNEL

Product database at www.blucher.com

Type 660 Kitchen channel for concrete, tiled and 
 resin floors

Type 664 Kitchen channel with 50 mm liquid 
 membrane flange for concrete, tiled
 and resin floors

Type 662 Kitchen channel for vinyl floors
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CHANNEL

6XX AA XXX-XX A A S Example: 670CH010-00BA S (670 CH 010-00 B A S)

    Material grade

    Option

    Variant

Outlet position

Length

Outlet dimension

Width

Type
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CHANNEL

XXX AA XXX-XX S   Example: 660FK008-11 (660 F K 008-11)

    Material grade

    Height

    Length

Outlet dimension

Width

Type



112

Variants

Product database at www.blucher.com
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Branch

45° bend

Socket plug

Raking Hanger

Pipe Clamp

Pipe bracket

M8
threaded
rod

Long radius
90° bend

ø 50 mm

Pipe Clip

Ceiling

ø 50 mm ø 50 mm

Pipe Clip

90° Bend

Floor

Pipe Brackets

Swept branch
Pipe Bracket

ø 110 mm Soil oat using
swept branches and variable 
pan connectors
by others

So
ck

et
 p

lu
g

Pipe bracketsSwept branch

Pipe joint clamp

Bottle trap

Access pipe

ø 110 mm
ø 50 mm

Pipe Bracket

Vent cowl

Socket plug

®

Roof

Syphonic roof outlets
by others

ø 50 mm

ø 50 mm

BranchLong radius
90° bend

Pipe Clamp Increaser

Raking Hanger

ø 50 mm ø 75 mm
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For further specifications and installation advice 
see the catalogue:
"Technical information on BLÜCHER® EuroPipe".
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Light-weight

Lightweight

Product database at www.blucher.com
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      Complete drains

What is stainless steel?

Importance of alloying elements

Why is steel »stainless«?

°

Material Specification

Physical Properties

Mechanical Properties
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Assumptions: 

References

PLEASE NOTE!

CHEMICAL RESISTANCE TABLE

-

VALUES TO BE REGARDED AS FOR GUIDANCE ONLY

-

VALUES TO BE REGARDED AS FOR GUIDANCE ONLY
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      Complete drains

Resistance

A B C D

Rubber types
EPDM NBR FPM

®

EPDM

NBR

°

For advice regarding the suitability of the different rubber 
qualities, consult BLÜCHER.

FPM
®
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      Complete drains

K 3 (3 kN)   300 kg  Barefoot areas A 15 (15 kN)    1.500 kg  Pedestrian and
    pedal cyclists

B 125 (125 kN)  12.500 kg   Footways, pedestrian areas,
    private car parks, car parking
    decks

INDOOR OUTDOOR

L 15 (15 kN)    1.500 kg  Light vehicular traffic
     in commercial premises,
     excl. fork-lift  trucks

M 125 (125 kN)  12.500 kg   Car parks, factories
       and workshops

A 15 (15 kN)    1.500 kg  Pedestrian and
    pedal cyclists

B 125 (125 kN)  12.500 kg   Footways, pedestrian areas,
    private car parks, car parking
    decks

 INDOOR OUTDOOR
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At BLÜCHER® more than 300 employees create an annual 

turnover of more than 50 million euro.

Through know-how, dedicated service and common sense 

we develop, produce and market high quality stainless 

steel drainage solutions for customers within the housing, 

commercial, industrial and marine sectors all over the world.

Find your local BLÜCHER® specialist at www.blucher.com

BLÜCHER · DK-7480 Vildbjerg ·  Tel. +45 99 92 08 00 · Fax +45 99 92 08 30 · mail@blucher.com · www.blucher.com

  A company of Watts Indutries Europe B.V.




